
NOTES:

 1. FLUIDS AND SEAL MATERIALS:

      FLUID TYPE: DEPENDENT ON SEAL MATERIAL.

      SEAL MATERIAL:
         PETROLUEM BASE:  BUNA OR VITON
         WATER-GLYCOL:    BUNA
         PHOSPHATE ESTER: VITON

      RECOMMENDED VISCOSITY RANGE AT 100 F [38 C]: 10 TO 97 MM2/S (cSt).

      CLEANLINESS LEVEL PER ISO 4406:
         NORMAL LIFE: 17/14/11
         LONG LIFE:   15/13/10

 2. STANDARD AMBIENT TEMPERATURE RANGE: 122 F [50 C] MAX;
    FLUID TEMPERATURE RANGE: -20 F TO 275 F [-29 C TO 135 C].

 POLARITY OPERATION: FLOW OUT CONTROL PORT "B" WHEN:
          SERIES COILS: A+, D-, B & C TIED
        PARALLEL COILS: A & C TIED +, B & D TIED -
           SINGLE COIL: A+, B- OR C+, D-

 POLARITY OPERATION: FLOW OUT CONTROL PORT "B" WHEN:
           SINGLE COIL: A+, B- OR C+, D- OR E+, F-

 5. ELECTRICAL CONNECTOR MATES WITH:
      4-PIN: MS3106-14S-2S OR EQUIVALENT
      6-PIN: MS3106-14S-6S OR EQUIVALENT

 6. DIMENSIONS ARE FOR REFERENCE ONLY.
    DIMENSIONS IN BRACKETS [ ] ARE IN MILLIMETERS.

 PORTS P, T, A, B:
        .746 [18.95] I.D. X .937 [23.8] O.D.  .052 [1.32].
       O-RINGS: .801 [20.35] I.D. X .070 [1.78] CROSS SECTION (UNIVERSAL SIZE -019).

 PORT X:
        .311 [7.9] I.D. X .502 [12.75] O.D.  .052 [1.32].
       O-RING: .364 [9.25] I.D. X .070 [1.78] CROSS SECTION (UNIVERSAL SIZE -012)

 VALVES ARE SUPPLIED WITH PROVISIONS FOR EITHER INTERNAL OR EXTERNAL PORTING
    OF PILOT STAGE SUPPLY.

 FLOW OUT CONTROL PORT B: INCREASES WITH CLOCKWISE ROTATION.

11. SURFACE TO WHICH VALVE IS MOUNTED REQUIRES  [ ], .002 [0.05] .

12. SUGGESTED MOUNTING SCREWS:
      3/8-16 X 2.00 LONG [M10 X 50 LONG] SOCKET HEAD CAP SCREWS.

13. APPROXIMATE WEIGHT:
      ALUMINUM MATERIALS (3000 PSI)....8 LBS.
      STEEL MATERIALS (5000 PSI)......16 LBS.
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