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NOTES:

 SERVOVALVE POLARITY: FLOW OUT CONTROL PORT B WITH:
        SERIES COILS: B & C TIED, A+, D-
        PARALLEL COILS: A & C TIED +, B & D TIED -
        SINGLE COIL: A+, B-, OR C+, D-

 2. SURFACE TO WHICH VALVE IS MOUNTED REQUIRES  [ ] FINISH
    FLAT WITHIN .001 [.025].

 3. MAX OPERATING PRESSURE: 3000 PSI [210 bar]
                            4500 PSI [315 bar] WITH ORIFICED FILTER PLATE.

 4. FLUID: PETROLEUM BASE HYDRAULIC FLUID, 60 TO 450 SSU AT 100 F.
     [10 TO 97 CENTISTOKES AT 38 DEG. C].
     FLUID CLEANLINESS LEVEL PER ISO 4406 (SAE J 1165) CODE 16/13 MAXIMUM.

 5. OPERATING TEMPERATURE RANGE: -20 F TO +275 F [-29 C TO +135 C].

 6. DIMENSIONS WITHOUT TOLERANCE ARE FOR REFERENCE ONLY;
    DIMENSIONS IN [ ] ARE IN MILLIMETERS.

 PORTS ARE C'BORED NOMINALLY .620 [15.75] DIA X .061 [1.55] DEEP.

 FIVE PORT O-RING ARE 12mm I.D. X 2mm CROSS SECTION (METRIC O-RING)

 PILOT PORT IS C'BORED .463 [11.76] DIA X .061 [1.55] DEEP.
    O-RING IS 8MM I.D. X 2MM CROSS-SECTION (METRIC O-RING).

 NULL ADJUST: CLOCKWISE ROTATION INCREASES FLOW OUT PORT "A" (1/8 HEX SOCKET BEHIND PLUG).

    POLARITY WILL BE OPPOSITE IF MOTOR CAP IS REVERSED .

 ELECTRICAL CONNECTOR: MATES WITH MS3106F14S-2S.

12. SUGGESTED MOUNTING SCREWS: .250-20 UNF X 2.75 LG. [M6 X 70] 4 REQUIRED.

13. VALVE WEIGHT: 4.6 LB [2.1 kg].

14. SUBPLATE: B52576AM001.

15. FLUSHING BLOCK: B67728-002.

 CONNECTOR ORIENTATION SHOWN IS REFERENCE ONLY AND MAY VARY.

 ACTIVATE "X" PORT: REMOVE PLUG (M4 SOCKET HEAD CAP SCREW)
    AND SEAL WASHER FROM "X" PORT, AND MOVE TO "PRESSURE PORT".

    DEACTIVATE "X" PORT: REVERSE ABOVE OPERATION.

REPLACEABLE FILTER
ACCESS COVER

4X  .266 [6.76] THRU
  .437 [11.10]  .31 [7.9]

5.31 134.8

2.93 74.4
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THIS PART/ASSEMBLY IS CERTIFICATION
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